VODEX

FUME & DUST EXTRACTION

FEATURES:

e VERY LOW NOISE < 55dBA
¢ Remote controlled

e Anti Tamper mode

e Digital Speed control

e Blocked filter alarm:
Audible and visual

e High suction

¢ 300 m3/hr air flow

o Multiple filtration options:
o Pre Filter/Vee filter options
o H13 HEPA filter option

e GP or Acid Washed Carbon
filter options

e Quick and easy filter change
e Mobile— on locking wheels

e 1x75mm or 2 x 50mm Inlets

e 75mm or 50mm Flexi Arms
and heat resistant silicon
nozzle

e Hours running display

e Programmable shut down
mode: 1 -300 hours

e 230v Single Phase
e Low Energy 210W
e Exceeds COSHH and HSG258

e CE Approved

Vodex Ltd

Unit 9,

Claylands Business Park
Claylands Road,

Bishops Waltham
Southampton, SO32 1QD

Email: sales@vodex.co.uk
Web: www.vodex.co.uk
Tel: +44 (0) 1489 899070

VX-1001 Portable Single Inlet Fume Extractor

A fantastic, compact, quiet and powerful low cost fume extraction
filter system suitable for many applications such as:

e SOLDERING SMOKE AND FUMES
e APPLYING ADHESIVES

. USING ORGANIC SOLVENTS

. FINE DUSTS AND PARTICULATES

U LASER MARKING/ENGRAVING/PRINTING
RECYCLE CLEAN AIR BACK INTO THE ROOM—NO NEED FOR HOLES IN WALLS OR ROOF!

Multiple Features:

e Remote I/R Speed Control with
lock out/anti tamper button

e Quiet even at 100% speed

e 300 m3/hr flow rate

e Single 75mm inlet

e Compact size 425mm wide x 250mm deep x
440mm high

e 75mm x 1.2m stay put arm and silicon nozzle
supplied—or 50mm arm options

e Choose from: G4 Pre filter, Vee Pleat dust filter,
H13 HEPA filter, Acid Washed Carbon Filter,
GP Activated Carbon filter options.

e Portable—on wheels—2 locking
e Round or rectangular nozzle options
e Programmable shut down timer

e Hours running display /"\>
« Total Weight : 14.5Kg / ﬁ@éﬁ
e 230 v supply 50Hz Single Phase “@0&357 //1
e Energy Efficient: Power 210W e’

e CE Approved.
e Exceeds COSHH and UK HSG258 Regulations

THIN EU4 PRE FILTER PAD

_— VEE PLEAT, BAG or THIN PRE FILTER PAD

1.2Kg CARBON -ACID OR GP CARBON OR
HEPA

Digital Control Panel with
ON/OFF,

Anti Tamper Lock Mode
Speed Control

1.2Kg CARBON-ACID OR GP CARBON

1.2Kg CARBON-ACID OR GP

EMPTY STEEL CASE

Hours running mode
Pre programmable shut down



